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• Exposed Manual Flushometer for Urinals and Water Closet (Toilets)

• High-Efficiency Models Available (HEU and HET)

• Urinal Models - 0.125gpf (HEU), 0.5gpf (HEU), and 1.0gpf

• Toilet Models – 1.1gpf (HET), 1.28gpf (HET), and 1.6gpf

• Dual-Flush Models Available for Water Closet (Toilets)

• High-Performance Chloramine Resistant Silicone Diaphragm

• Solid Brass Construction for Durability 

• All Components Interchangeable with Sloan® and Zurn® Repair Parts

• 5 Year Warranty

High-Performance 

Silicone Diaphragm
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Dual-Flush

Toilet

Flushometers

Models Available:

MF-700-U18 - 0.125 gpf (0.5 Lpf) 

MF-700-U05 - 0.5 gpf (1.9 Lpf) 

MF-700-U10 - 1.0 gpf (3.8 Lpf)

• The AMTC Urinal Flushometer is a 

highly durable flush valve offering 

optimal flushing performance. 

• It features a proprietary silicone 

diaphragm for long life and years of 

dependable operation.

Models Available:

MF-700-T11 - 1.1 gpf (4.2 Lpf)

MF-700-T12 - 1.28 gpf (4.8 Lpf)

MF-700-T16 - 1.6 gpf (6.0 Lpf)

• The AMTC Toilet Flushometer sets 

the standard for durability and 

performance. 

• It features a proprietary silicone 

diaphragm for long life and years of 

dependable operation. 

Models Available:

MF-700-DFT-16 - 1.6/1.1 gpf (6.0/4.2 Lpf) 

• The AMTC Dual-Flush Toilet 

Flushometer is a smart solution for 

saving water. Push handle DOWN 

for removal of liquid waste (saving 

up to 30% water) and pull handle 

UP for solid waste. 

• No significant behavioral change is 

necessary. 

• Provides high-efficiency flushing 

performance.

http://www.amtcorporation.com/pdf/mf700u18spec.pdf
http://www.amtcorporation.com/pdf/mf700u05spec.pdf
http://www.amtcorporation.com/pdf/mf700u10spec.pdf
http://www.amtcorporation.com/pdf/mf700t11spec.pdf
http://www.amtcorporation.com/pdf/mf700t12spec.pdf
http://www.amtcorporation.com/pdf/mf700t16spec.pdf
http://www.amtcorporation.com/pdf/mf700dft16spec.pdf

